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TECHNICAL DATA

Control System: Scenario
Multi Channel Processor

CP-00-12

TWELVE CHANNEL controller.

OPERATES WITH Scenario control plates.

RS232 OVERRIDE of lighting scenes.

DMX TO 0/1-10V convertor.

CONFIGURABLE OUTPUTS (8 dimming
4 dim/switch selectable).

MULTI-ZONE CONTROL facility.

PARTITIONING CONTROL facility.

CONTROL PLATES available, twin or sin-
gle gang size.

LOW VOLTAGE DC outputs (12).

CONTROLS MODE'S RANGE of Power
Units.

MODE products are guaranteed for
two years.

CP-00-12 CP-00-12

+15 Volt DC (available from Mode power units).

Mirage Scene Setting, DMX and RS232.

Mode remote power units.

Alarm input (Volt Free).

Twelve, 0-6 or 0-10 Volt DC outputs.

Eight dimming. Four dimming / swiching selectable.

Power Supply

Protocol

Operates

Overrides

Outputs

Configuration

Standards

Conduit Entries

Dimensions

Fixing Centres

Weight

Packed Size

Packed Weight

Complies with EC, EMC and Low Voltage Directives.

Four of 21 mm diameter.

220 mm x 200 mm x 75 mm.

182 mm x 178 mm.

0.79 kgs.

230 mm x 227 mm x 82 mm.

0.93 kgs.
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CP-00-12 INTERNAL DETAILS

DESCRIPTION

COMPANY SUMMARY

Mode Lighting (UK) Limited reserve the right without notice to amend the technical information and specifications.

Mode was established in 1970 as an Original Equipment Manufacturer in Hertfordshire, England. Mode designs and
manufactures electronic products principally for the lighting industry, initially supplying the discotheque market and
more recently expanding into the architectural and cruise ship markets. Mode is a subsidiary of a privately owned
Holding Company and has four associated electronic companies who together trade as “The Mode Group”.

The Mirage Scenario architectural dimming system is a multi channel lighting controller ideally suited for the larger
restaurant, bar and residential application. The Scenario offers eight programmable scenes together with all ON and
OFF, selectable scene-to-scene crossfade. Up to ten areas may be independantly controlled as part of a Scenario
system. A partitioning facility allows a room to be divided into three sections and operated seperately or together as
required. RS232 control is available for operation by a PC or AV system, remote control and automatic operation are
possible using additional parts. Up to ten slave control panels, SS-00-08, RS-00-06 or IS-00-06 may be used with
each Scenario processor to allow control from additional locations. In DMX mode the unit acts as a twelve channel
DMX-analogue convertor.  The low voltage outputs control Mode's comprehensive range of dimmable power units or
will directly control 1-10 Volt regulation fluorescent ballasts. All Mode products are guaranteed for a two year period.

COMPATIBLE PRODUCTS
The CP-00-12 controller is commonly used with the following products:
MP-10-01 1 x 10 Amp mains dimmable power unit.
MP-10-04 4 x 10 Amp mains dimmable power unit.
MP-06-08 8 x 6 Amp mains dimmable power unit.
MRP-10-01  1 x 10 Amp mains switching / 1-10 Volt control relay unit.
MRP-10-04  4 x 10 Amp mains switching / 1-10 Volt control relay unit.
See power unit datasheets for further details.

Connections to
Scenario control
plate.

12 x Low Voltage
Outputs to Power Unit.

DMX Input

0V  +15V

RS232 Input


